S.C. SION Security S.R.L.
Adresa: Bd. Regiei, Nr. 2, Sector 6, Bucuresti

Tel: +4 0735 188 951
Email: office@sionsecurity.ro SION SECURITY

IDH-31IR

Camera IP de INTERIOR cu IR

( lentila fixa )

Specificatii Tehnice:

e 1/3" Progressive CMOS, 3 MPixel, 2048*1536@12.5fps, auto-iris, 0.01 Lux@F1.2, O
Lux@IR, ICR, 20m - 30m IR Range, outdoor, DC12V/PoE, 2.8mm lens (4mm, 6mm,
12mm optional), 3D DNR, BLC, DWDRDNR, BLC, DWDR

Recomandari de amplasare:

e magazin spatiu ingust, interiorul biroului, holuri, intrare cladire, lift, parcari
subterane, interiorul casei, acces blocuri, supraveghere casino , sali de jocuri,
benzinarii, restaurante, farmacii, spitale, clinici private, sali conferinte, aeroporturi,
sali de sport, gradinite, scoli etc.
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S.C. SION Security S.R.L.
Adresa: Bd. Regiei, Nr. 2, Sector 6, Bucuresti

Tel: +4 0735 188 951
Email: office@sionsecurity.ro SION SECURITY

IDH-23VR

Camera ANALOG de INTERIOR cu IR

( lentila vari-focala )

Specificatii Tehnice:

e 1/3" Progressive CMQOS, Outdoor Dome, DWDR, ICR, 0.7lux/F1.2 AGC on, 0 lux with IR, 2
Mpixel, 2048x1536: 2.5fps(P)/15fps(N), 1920x1080, 1280x720:25fps(P)/30fps(N),
2.8~12mm/F1.4 lens. 3D DNR, BLC, DWDR, Auto iris

Recomandari de amplasare:

e magazin spatiu ingust, interiorul biroului, holuri, intrare cladire, lift, parcari subterane,
interiorul casei, acces blocuri, supraveghere casino , sali de jocuri, benzinarii, restaurante,
farmacii, spitale, clinici private, sali conferinte, aeroporturi, sali de sport, gradinite, scoli
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S.C. SION Security S.R.L.
Adresa: Bd. Regiei, Nr. 2, Sector 6, Bucuresti

Tel: +4 0735 188 951
Email: office@sionsecurity.ro SION SECURITY

IWH-31IR

Camera IP de EXTERIOR fara IR

( lentila fixa )

Specificatii Tehnice:

e 1/3" Progressive CMOS, 3 Mpixel 2048*1536@12.5fps, auto-iris, 0.01 Lux@F1.2, 0 Lux@IR,
ICR, 20m - 30m IR Range, outdoor, DC12V/PoE, 4mm lens (6mm, 12mm optional), 3D DNR, BLC,
DWDR

Recomandari de amplasare:

e magazin spatiu ingust, depozit, intrare cladire, parcare subterana, supermarketuri, piete,
exteriorul casei, gradina, acces bloc, gari, autogari, restaurante, parcuri, spalatorii auto,
hoteluri, piscine, sali de sport, gradinite, scoli
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S.C. SION Security S.R.L.
Adresa: Bd. Regiei, Nr. 2, Sector 6, Bucuresti ©

Tel: +4 0735 188 951
Email: office@sionsecurity.ro SION SECURITY

IWH-33VR

Camera IP de EXTERIOR cu IR

( lentila vari-focala )

Specificatii Tehnice:

e 1/3" Progressive CMOS, DWDR, ICR, 0.7lux/F1.2 AGC on, 0 lux with IR, 3 Mpixel, 2048x1536:
12.5fps(P)/15fps(N), 1920x1080, 1280x720:25fps(P)/30fps(N), 2.8~12mm/F1.4 lens. 3D DNR, BLC,
DWDR, Auto iris

Recomandari de amplasare:

e magazin suprafata mare, hale de productie, depozite, parcari subterane, parcari aer liber, intrari
parcare pt identificarea nr de inmatriculare, piete, exteriorul casei, gradini, supraveghere
stradala, benzinarii, gari, autogari, supraveghere casino, sali de jocuri
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S.C. SION Security S.R.L.
Adresa: Bd. Regiei, Nr. 2, Sector 6, Bucuresti

Tel: +4 0735 188 951
Email: office @sionsecurity.ro SION SECURITY

MDC4050IR

Camera IP de EXTERIOR cu IR

( lentila fixa )

Specificatii Tehnice:

e HYBRID IP 2 MEGA-PIXEL INDOOR IR DOME, CMOS SENSOR, 2M PIXEL, Fixed Lens,
f=3.7mm, TRUE DAY & NIGHT, 18 LEDs & 1CDS SENSOR, Two-way Audio, SD card, DC12V

Recomandari de amplasare:

magazin suprafata mare, interiorul biroului, holuri, intrare cladire, parcare subterana,
interiorul casei, acces bloc, banca, supraveghere casino, sali de jocuri, benzinarii, restaurante,
farmacii, spitale, clinici private, Lifturi, Sali de conferinte, aeroporturi, hoteluri, Sali de sport,
scoli, gradinite
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S.C. SION Security S.R.L.
Adresa: Bd. Regiei, Nr. 2, Sector 6, Bucuresti ©

Tel: +4 0735 188 951
Email; office@sionsecurity.ro SION SECURITY

MDC4050VR

Camera IP de INTERIOR cu IR

( lentila vari-focala )

W

Specificatii Tehnice:

e WEATHERPROOF IR IP 2 MEGA-PIXEL OUTDOOR TYPE, CMOS SENSOR, 2M PIXEL, 3.5~716MM,
VARI-FOCAL, TDN (ICR), H.264 / MJPEG, Two-way Audio, SD card, 36 LEDs & 1CDS SENSOR, DC12V,
IP66

Recomandari de amplasare:

magazin suprafata mare, interiorul biroului, holuri, intrare cladire, parcare subterana,
interiorul casei, acces bloc, banca, supraveghere casino, sali de jocuri, benzinarii, restaurante,
farmacii, spitale, clinici private, Lifturi, Sali de conferinte, aeroporturi, hoteluri, Sali de sport,
scoli, gradinite
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S.C. SION Security S.R.L.
Adresa: Bd. Regiei, Nr. 2, Sector 6, Bucuresti

Tel: +4 0735 188 951
Email: office@sionsecurity.ro SION SECURITY

IGC2050F

Camera IP de INTERIOR fara IR

( lentila vari-focala)

Specificatii Tehnice:

1/3” Progressive scan CMOS / D&N (Built-in ICR), Max. Full HD(1920 x 1080) Real time Video, Max.
2.0 Mega-pixel Resolution up to 30 frames/sec, Ultimate High Resolution 1100 TV Lines, Dual
Stream H.264 / MIPEG, Support Two-way Audio (ADPCM), Support Local storage by SD memory
card, Ethernet 10/100 Base-T (PoE), Black and Coolgray

Recomandari de amplasare:

e interiorul biroului, holuri, intrare cladire, sali de sport , gradinite, scoli, spitale, clinici
private, restaurante, farmacii, supraveghere casino, sali de jocuri, interiorul casei, lifturi,
hoteluri
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S.C. SION Security S.R.L.
Adresa: Bd. Regiei, Nr. 2, Sector 6, Bucuresti

Tel: +4 0735 188 951
Email: office@sionsecurity.ro

SION SECURITY

MXC6050IR

Camera IP de EXTERIOR cu IR

( lentila fixa )

v

Specificatii Tehnice:

e WEATHERPROOF IR IP 2 MEGA-PIXEL OUTDOOR TYPE, CMOS SENSOR, 2M PIXEL, Fixed Lens,
f=3.7mm, TDN(ICR), H.264 / MJPEG, Two-way Audio, SD card, 36 LEDs & 1CDS SENSOR, DC12V,
IP66

Recomandari de amplasare:

® magazin spatiu ingust, depozite, intrare cladire, parcare subterana, supermarket, piete,
exteriorul casei, gardina, acces bloc, sucursale bancare, gari, autogari, restaurante, parcuri,
spalatorii auto, hoteluri, piscine, sali de sport, gradinite, scoli

( Printeaza aceasta pagina )
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S.C. SION Security S.R.L.
Adresa: Bd. Regiei, Nr. 2, Sector 6, Bucuresti

Tel: +4 0735 188 951
Email: office@sionsecurity.ro

SION SECURITY

MVC4050VR

Camera IP de EXTERIOR cu IR

( lentila vari-focala )

Specificatii Tehnice:

e WEATHERPROOF IR IP 2 MEGA-PIXEL OUTDOOR TYPE, CMOS SENSOR, 2M PIXEL, 3.5~716MM, VARI-
FOCAL, TDN (ICR), H.264 / MJPEG, Two-way Audio, SD card, 36 LEDs & 1CDS SENSOR, DC12V, IP66

Recomandari de amplasare:

e magazine suprafete mari, hale de productie, depozite, parcari subterana, parcari aer liber,
piete, exteriorul casei, gardina, acces benzinarii, gari, autogari, parcuri de distractii,
competitii sportive, stadioane, spalatorii auto, piscine, sali de sport, gradinite, scoli
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S.C. SION Security S.R.L.
Adresa: Bd. Regiei, Nr. 2, Sector 6, Bucuresti

Tel: +4 0735 188 951
Email: office@sionsecurity.ro

SION SECURITY

VN-H137BU(A)

Camera IP de INTERIOR cu IR

( lentila vari-focala )

Specificatii Tehnice:

e SUPERLOLUX HD 1080p camera, integrated 3-9mm lens, 1/3" CMOS SLL sensor, 0,1lux, easy
Day/night, Smart BLC (easy Wide D), Network Failure Detection,H.264 high profile,(H.264,
JPEG, MPEG4) 30ips, anti tamper, Focus Assist, Single Dual and Tripple Stream, C.L.V.l.,SD
Card, ONVIF, PoE, MTBF 90.000 hours

Recomandari de amplasare:

magazin suprafata mare, interiorul biroului, holuri, intrare cladire, parcare subterana,
interiorul casei, acces bloc, banca, supraveghere casino, sali de jocuri, benzinarii, restaurante,
farmacii, spitale, clinici private, lifturi, sali de conferinte, aeroporturi, hoteluri, sali de sport,
scoli, gradinite
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Adresa: Bd. Regiei, Nr. 2, Sector 6, Bucuresti
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VN-H37U(A)

Camera IP de INTERIOR fara IR

( lentila vari-focala )

Specificatii Tehnice:

SUPERLOLUX HD 1080p camera, 1/3" CMOS Superlolux sensor, 0,025lux, True Day/night, Smart
BLC (easy Wide D), Network Failure Detection, H.264 high profile, (H.264, JPEG, MPEG4) 30ips,
anti tamper, C.L.V.l., Focus assist, Single, Dual and Tripple stream SD Card, ONVIF, PoE, MTBF
90.000 hours

Recomandari de amplasare:

e interiorul biroului, holuri, intrare cladire, interiorul casei, supraveghere casino, sali de jocuri,
restaurante, farmacii, spitale, clinici private, lifturi, sali de conferinte, hoteluri, sali de sport,
scoli, gradinite
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S.C. SION Security S.R.L.
Adresa: Bd. Regiei, Nr. 2, Sector 6, Bucuresti

Tel: +4 0735 188 951
Email: office@sionsecurity.ro

SION SECURITY

VN-H37U(A)

Camera IP de EXTERIOR cu IR

( lentila vari-focala )

Specificatii Tehnice:

SUPERLOLUX HD 1080p camera, 1/3" CMOS Superlolux sensor, 0,025lux, True Day/night,
Smart BLC (easy Wide D), Network Failure Detection, H.264 high profile, (H.264, JPEG,
MPEG4) 30ips, anti tamper, C.L.V.l.,, Focus assist, Single, Dual and Tripple stream SD
Card, ONVIF, PoE, MTBF 90.000 hours

Recomandari de amplasare:

e magazine suprafete mari, hale de productie, depozite, parcari subterana, parcari aer liber,
piete, exteriorul casei, gardina, acces benzinarii, gari, autogari, parcuri de distractii,
competitii sportive, stadioane, spalatorii auto, piscine, sali de sport, gradinite, scoli



mailto:office@sionsecurity.ro
http://www.sionsecurity.ro/

	PRINT: 


